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PORCHGARAGE

MASTER BDRM FAMILY

BREAKFAST

KITCHEN

LAUNDRY

WALK IN CLOSET

DINING/STUDY/ BR 4

BEDROOM 3

BEDROOM 2

ENTRY
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R
Y

COATS

COVERED PORCH

109 1/8" Ceiling Height

Door must be Solid core, 

Self closing and 20 Min.

 fire rated 

 

Garage walls and Ceiling

shall be finished with 1/2"

Type X GYP Board.

BATH

BATH

BATH

BATH

2ND Floor

1ST Floor

H.B.

H.B. H.B.

109 1/8" Ceiling Height

109 1/8" Ceiling Height

109 1/8" Ceiling Height

109 1/8" Ceiling Height

109 1/8" Ceiling Height

109 1/8" Ceiling Height

109 1/8" Ceiling Height

109 1/8" Ceiling Height

HOME OWNER: Spec. Home

PROJECT 29703 Quinn Rd
ADDRESS: Tomball, Texas. 77375

LEGAL ADDRESS: Lot 1 & Res. A, Block 1, Leslie's Park

Building Type: 1 1/2 story SF Home

WATER DISTRICT: City of Tomball

Fire District: City of Tomball Fire Dept., Station 1

BLDG PERMIT#: _________________

BUILDING AREA: FLOOR 1: 2108 SQ. FT.
FLOOR 2:   477 SQ. FT.
Total Living: 2585 SQ.FT.
GARAGE:   409 SQ. FT.
Porch:   132 SQ. FT
Total Under Roof: 3126 SQ.FT.
FOUNDATION: 2760 SQ. FT.  
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GAME ROOM

Attic door shall be exterior 

Grade, Insulated with 

weather stripping

97 1/8" Ceiling Height

GENERAL PLUMBING & HVAC  NOTES:
1. HVAC SHALL HAVE ZONES, ONE FOR EACH FLOOR.
2. METALLIC GAS PIPE, WATER PIPE, AND FOUNDATION

REINFORCING BARS SHALL BE BONDED TO THE
ELECTRICAL SERVICE GROUND.

3. DRYER, WATER HEATER, KITCHEN AND BATHROOM
VENTING SHALL EXHAUST TO THE OUTSIDE OF THE
BUILDING AND BE EQUIPPED WITH A BACK DRAFT
DAMPER.

4. ALL GAS LINES SHALL BE SIZED FOR APPLIANCE LOAD.
"BLACK" PIPE SHALL BE USED INSIDE THE BUILDING,
"GREEN" PIPE WHERE UNDERGROUND OR EXPOSED TO
WEATHER.  ALL JOINTS SHALL BE TAPED WHERE BURIED
OR EXPOSED TO WEATHER.

5. TUBS/SHOWERS SHALL BE PROVIDED WITH INDIVIDUAL
CONTROL VALVES OF THE PRESSURE BALANCE OR THE
THERMOSTATIC MIXING TYPE.  THE WATER
TEMPERATURE SHALL BE AT A MAXIMUM OF 120*F.

6. EACH HOSE BIBB SHALL BE EQUIPPED WITH A BACK
FLOW PREVENTION DEVICE.

7. HEAT DUCTING SHALL BE SECURED, SEALED AND
INSULATED AS APPROPRIATE.

8. INSTALL WATERPROOF GYPSUM BOARD AT ALL WATER
SPLASH AREAS TO MINIMUM 70" ABOVE SHOWER
DRAINS.

GENERAL NOTES:

THE BUILDER SHALL VERIFY THAT SITE CONDITIONS ARE CONSISTENT WITH THESE PLANS
BEFORE STARTING WORK.  WORK NOT SPECIFICALLY DETAILED SHALL BE CONSTRUCTED TO
THE SAME QUALITY AS SIMILAR WORK THAT IS DETAILED.  ALL WORK SHALL BE DONE IN
ACCORDANCE WITH INTERNATIONAL BUILDING CODES AND LOCAL CODES.

WRITTEN DIMENSIONS AND SPECIFIC NOTES SHALL TAKE PRECEDENCE OVER SCALED
DIMENSIONS AND GENERAL NOTES.  THE ENGINEER/DESIGNER SHALL BE CONSULTED FOR
CLARIFICATION IF SITE CONDITIONS ARE ENCOUNTERED THAT ARE DIFFERENT THAN SHOWN, IF
DISCREPANCIES ARE FOUND IN THE PLANS OR NOTES, OR IF A QUESTION ARISES OVER THE
INTENT OF THE PLANS OR NOTES.  CONTRACTOR SHALL VERIFY AND IS RESPONSIBLE FOR ALL
DIMENSIONS (INCLUDING ROUGH OPENINGS).

PLEASE SEE ADDITIONAL NOTES CALLED OUT ON OTHER SHEETS.

BUILDING PERFORMANCE:

HEAT LOSS CALCULATIONS SHALL COMPLY WITH THE REQUIREMENTS OF REGIONAL AND
LOCAL CODES.  SEE CALCULATIONS. PORCHES, DECKS, FOUNDATION, FIREPLACE
ENCLOSURES, AND GARAGE AREAS NOT INCLUDED IN LIVING AREA.  ALL EXHAUST FANS TO BE
VENTED DIRECTLY TO THE EXTERIOR.  ALL PENETRATIONS OF THE BUILDING ENVELOPE SHALL
BE SEALED WITH CAULK OR FOAM. 

STRUCTURAL ENGINEER: Engineer's Information Here

DESIGNER:  - 
, 

BUILDER: Builder's Information Here

ENERGY NOTES:

ALL WINDOWS SHALL BE VINYL FRAMED, DOUBLE PANED, WITH LOW-E GLASS AND HAVE A MINIMUM U-FACTOR OF

0.35 AND A MINIMUM SHGC FACTOR OF 0.25. SEE WINDOW SCHEDULE AND NOTES.

HEATING AND COOLING SYSTEMS SHALL COMPLY WITH THE STATE ENERGY CODE AND BE A MINIMUM OF 14 SEERS.

INSULATION FOR SUPPLY DUCTS IN ATTIC SHALL BE A MINIMUM OF R-8.

INSULATION IN ATTIC TO BE R-38 BLOWN FIBERGLASS INSULATION.

INSULATION IN ENVELOPE WALLS TO BE R-15

RADIANT BARRIER ROOF DECKING WITH AN EMMITTANCE OF 0.10.

BLOWER DOOR TEST TO BE PERFORMED ON ALL HOMES.

GENERAL NOTES

INFORMATION IS TYPICALLY GIVEN ONLY ONCE THROUGHOUT THE DOCUMENTS.

ALL PLAN DIMENSIONS, U.N.O., SHALL BE TAKEN TO THE EDGE OF WALL FRAMING. 

CONTRACTOR IS RESPONSIBLE FOR COORDINATING AND CONFIRMING THE ACTUAL DIMENSION MEASUREMENTS.

ONLY CRITICAL DIMENSIONS ARE SHOWN.

ALL MATERIAL TO BE INSTALLED PER MANUFACTURERS INSTRUCTIONS.

"OR APPROVED EQUAL" SHALL APPLY TO ALL MATERIAL AND SPECIFICATION CALL OUTS.

STRIKE THROUGH'S INDICATE ITEMS NOT TO BE USED.

NO CHANGES SHALL BE PERMITTED TO THIS DESIGN WITHOUT THE ARCHITECTS WRITTEN CONSENT.

IF PLANS, ELEVATIONS, OR CONSTRUCTION DETAILS REQUIRE MODIFICATIONS DUE TO THE SITE CONDITIONS, THE CONTRACTOR MUST

CONTACT THE ARCHITECT BEFORE PROCEEDING WITH THE WORK.

Attic Access

Door shall be solid core, 

20 min. fire rated and 

self closing.

 fire rated 

10' Ceiling Height

9' Ceiling Height

9' Ceiling Height

9' Ceiling Height

9' Ceiling Height

9' Ceiling Height

9' Ceiling Height

9' Ceiling Height

9' Ceiling Height

9' Ceiling Height

9' Ceiling Height

9' Ceiling Height

9' Ceiling Height

2 x 6 wall

2
 x

 6
 w

a
ll

29.5"x54.5"

Garage walls and ceiling must 

be finished with 1/2" type X 

Gyp. Board

BUILDING TYPE: One Story, Single Family
Residnece

Applicable Codes: 2012 IRC; 2009 IECC

MINIMUM LOT REQ.: 70'4" w X 90' d

HOME OWNER: SPEC HOME

PROJECT 29719 QUINN RD.
ADDRESS: TOMBALL, TEXAS  77375

LEGAL ADDRESS: Lot 3, Block 1, Leslies Park

FIRE DISTRICT: Tomball Fire Dept., Station 1

WATER DISTRICT: City of Tomball

BLDG PERMIT#: _________________

BUILDING AREA: FLOOR 1: 1680 sq ft
FLOOR 2: SQ. FT.
FOUNDATION: SQ. FT.  
GARAGE: SQ. FT.
TOTAL: SQ. FT.

DECKS SQ. FT.

LIVABLE AREA:SQ. FT.

HOME OWNER: SPEC HOME

PROJECT 29719 QUINN RD.
ADDRESS: TOMBALL, TEXAS  77375

LEGAL ADDRESS: LOT 3, BLOCK 1, LESLIES PARK

BUILDING TYPE: One Story, Single Family Residence

APPLICABLE CODES: 2012 IRC, 2012 IECC

MINIMUM LOT REQ.: 71'-0" wide X 90' depth

FIRE DISTRICT: TOMBALL FIRE DEPT., STATION 1

WATER DISTRICT: CITY OF TOMBALL

BLDG PERMIT#: _________________

BUILDING AREA: FLOOR 1: 1680 sq ft
FLOOR 2: SQ. FT.
GARAGE: 388 SQ. FT.
FRONT PORCH: 110 SQ. FT.
REAR PORCH:   90 SQ. FT.
TOTAL: 2268 SQ. FT.

LIVABLE AREA:SQ. FT.

DOOR AND WINDOW NOTES:

EVERY BEDROOM SHALL BE PROVIDED WITH AN EGRESS WINDOW WITH FINISH SILL HEIGHT NOT GREATER THAN 44" ABOVE THE FINISH FLOOR HEIGHT AND
SHALL HAVE A MINIMUM OPENABLE AREA OF 5.7 SQ. FT.   EGRESS WINDOWS SHALL NOT HAVE AN OPENABLE AREA LESS THAN 20" WIDE OR 24" HIGH.

INTERIOR DOORS SHALL BE PAINTED.   ENTRY DOOR TO BE DEFINED BY HOME OWNER PRIOR ORDERING

DOORS BETWEEN GARAGE AND LIVING AREA SHALL BE 1-3/4" TIGHT FITTING SOLID CORE DOORS WITH A RATING OF 60 MINUTES.  DOOR SHALL BE SELF
CLOSING

EXTERIOR EXIT DOORS WILL BE 36" MIN.  NET CLEAR DOORWAY SHALL BE 32" MIN.  DOOR SHALL BE OPENABLE FROM INSIDE WITHOUT THE USE OF A KEY OR
ANY SPECIAL KNOWLEDGE OR EFFORT. GLAZING IN DOORS SHALL BE DUAL PANE SAFETY GLASS WITH MIN. U-VALUE OF 0.60 

GARAGE DOORS TO BE SECTIONAL, OVERHEAD DOORS 
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INTERIOR FINISH NOTES:

1 . FLOORS: REFER TO P-8, OPTIONS AND SPECIFICATIONS, FOR ADDITIONAL INFORMATION.

2 . KITCHEN COUNTERTOPS & BACKSPLASH: ALL KITCHEN COUNTERTOPS TO HAVE BULLNOSE EDGE. REFER TO P-?, OPTIONS

AND SPECIFICATIONS, FOR TYPE AND COLOR.

3 . BATHROOM COUNTERTOPS: BATHROOM COUNTERTOPS TO BE CULTURED MARBLE WITH INTEGRATED SINK, CUT TO FIT,

WHERE APPLICABLE, U.N.O. REFER TO FINISH SCHEDULE TO VERIFY TYPE AND COLOR.

4 . GARAGE WALLS & CEILINGS FINISHED WITH 1/2" TYPE X GYP BOARD. 

5 . WALLS AND CEILINGS: ALL WALL CORNERS TO BE ROUNDED EDGES. WALLS FINISHED WITH A TIGHT MONTERREY DRAG

TEXTURE. 1 COAT OF PRIMER & 2 COATS OF EGGSHELL LATEX PAINT. CEILING FINISHED WITH 1 COAT OF PRIMER AND 1 COAT

OF FLAT WHITE PAINT. 

6 . TRIM: ALL CORNERS TO MITER CUT FOR A CLEAN FINISH. DOORS AND TRIM TO BE PAINTED WITH SEMI-GLOSS ENAMEL

PAINT. ENSURE TRIM IS SANDED SMOOTH AND WIPED CLEAN BEFORE PAINTING.

7 . ATTIC LADDER TO BE FIRE RATED AND RATED FOR 350#.

8 . GARAGE DOOR TO HOUSE TO BE SOLID CORE, FIRE RATED, SELF CLOSING, 1-3/8".

9 . BEDROOM CLOSETS: INSTALL CLOTHES HANGING ROD AND SHELF IN EACH CLOSET. SHELVES TO BE MAX 72" A.F.F. INSTALL

BRACKETS TO SUPPORT SHELF AND ROD WHICH ARE TO BE SPACED @ A MAX OF 48" O.C. BRACKETS TO BE ANCHORED TO

WALL STUDS.

10 . GLAZING IN HAZARDOUS LOCATIONS SHALL COMPLY WITH SECTION R308 OF I.R.C. FOR ONE AND TWO FAMILY DWELLINGS. 
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